












I N S TA L L AT I O N
When you are ready to begin installation of your electric cable or mat floor warming system, please refer to the Electric 
Cable Installation Instructions enclosed with this Guide. The instructions are presented as a series of step-by-step, illustra-
tive photos on a convenient booklet.

O P E R AT I N G  T I P S
When first energized, the electric cable or mat system may take up to 3 hours to fully warm your floor, although the actual 
time may vary depending on the ambient conditions.

Energy consumption will vary depending on user preferences (warmer floors require more energy), but typically will be 
about 70% of installed capacity when the system is energized. For example, if about 200 Watts (0.2 KW) are installed and 
operated for about 80 hours per week (about half of the time), energy consumption will be about 10 kWh per week (0.2 x 
80 x 0.7).

At 10 cents per kWh, the weekly energy cost would be about $1.00. Note that the heat generated by the electric cable or 
mat system will be, to some extent, redistributed in the home, thereby offsetting the heat required from the primary space-
heating source.

Energy consumption can be minimized by turning the system off when floor heating is not required, but time must also be 
allotted to re-warm the floor once the heating cycle is resumed. Infloor’s programmable “setback” thermostats can reduce 
this time to less than one hour by decreasing the temperature set point during each of the setback periods to a user-
specified value.

Avoid placing thick mats or rugs on your heated floor, especially in the area where the sensor of a floor thermostat is 
located; such surface coverings impede the transfer of heat away from the cables and will cause the floor area beneath 
them to be warmer than in other areas. The use of bath mats and area rugs is acceptable, provided they are no more than 
¼" in thickness. Avoid mats with rubber or vinyl type backing, as these may decompose in the presence of heat resulting 
in floor staining. 

Avoid placing floor-level furniture such as futons or mattresses onto the floor directly over heated areas. This will also 
impede the transfer of heat away from the cables.

T R O U B L E S H O O T I N G  T I P S
If the overall floor surface feels unusually cool after the system has been energized for more than three hours, verify that 
the heating controller is correctly installed and functioning properly; check with the associated heating controller’s operat-
ing manual and/or contact the manufacturer. 

If the overall floor surface feels unusually hot when the system is energized, or if the circuit breaker trips when the system 
is energized, the cable may be damaged. De-energize the system immediately and contact Infloor® Radiant Heating at 
800-588-4470 for assistance. 

NOTE:  In the event that the heating cable has been damaged, the fault can typically be located and field repaired with 
minimal flooring removal.
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